


FACILITIES QUAYSIDE FOR LOADOUT

Quayside Total Length:
868 m (L)

Soil Bearing Capacity:
29 MT/sqm

Minimum Water Depth at Low Tide:
10.32m

Minimum Water Depth at High Tide:
11.71m

Channel Width: Open

Channel Depth: 11m

Accessibility / Distance to Airport:
99 km

Average Annual Temperature:
13.3 – 39.2Deg Celsius

Average Annual Rainfall:
8 mm

Types of Loadout:
Trailered, Heavy Lift Crane

Free Trade Zone: No

ADDITIONAL INFORMATION

Construction Hall:
17,550sqm. 270m (L) x 65m (W) x 32m(H) 

Modular Workshops:
4,800 sqm. Adjacent to Construction Hall 

Assembly Shops:
23,400 sqm. Covered Storage, Workshops, 
Assembly Facilities

Assembly Area (Open):
154,701 sqm 

Welding / Cutting Machine:
Various equipment

Overhead Crane:
16nos (ranging from 10T - 120T capacity), 
Semi-gantry 23nos (ranging from 5T - 10T 
capacity)

Handling Equipment: 
DCY Transporter – 2nos. (100T capacity)

Self-Propelled Modular Trailer:
16 trailer assemblies + 4nos. powerpacks 
(3,840MT capacity)

EQUIPMENT


